


■ Specifications
Screen Brightness (ANSI) Up to 4,200 Lumens (Eco + Quiet : 3,000 Lumens)
Illumination Uniformity 95 %
Color Reproduction 10-bit / 1.07 Billion colors
Contrast Ratio  2,500 : 1 (Full ON / OFF)
Horizontal Resolution 600 TV Lines (720 P)
Projection Lamp 330 / 240 W (Normal / Eco + Quiet)
Estimated Lamp Life  3,000 / 2,000 Hours (Eco + Quiet / Normal mode)
Imaging System 0.7” 1-chip DLP®  

Screen Pixels 1,024 x 768 in stripe confi guration
Total Pixels 786,432 (<1,024 x 768> x 1)
Lens Type Manual Zoom and Focus
Lens Specs Speed : F 2.5 ~ 2.7, f = 21.0 ~ 24.2 mm 
Lens Ratios Zoom : 1.15 : 1, Throw : Width : 1.5 ~ 1.7 : 1 
Image Diagonal 40 ~ 500 in. (102 ~ 1,270 cm) 
Image Width 2.65 ~ 33.33 ft. (0.81 ~ 10.16 m)
Throw Distance (Wide ~ Tele) 3.9 ~ 48.8 ft. (1.2 ~ 14.9 m)
Projector Elevation Adjustment Up to 9° up
Maximum Pitch Up to 9° up
Projector Orientation Normal, Inverted, Straight Up, Straight Down
Vertical Keystone Correction Digital : up to 40° up or down
Image Orientation Normal, Reversed, Inverted
Local Control Full Function
Power Management Auto Lamp Shut-Off
Remote Projector Control Wireless (Infra Red) x 1
Control Port (for RS-232 control) Mini DIN 9 Pin x 1
Control Port (mouse control) USB type B x 1
LAN Port (10 Base-T / 100 Base-TX) RJ-45 x 1
Computer Native Resolution 1,024 x 768 (XGA)

Computer : Compatibility UXGA*1*2, WSXGA+*1*2, SXGA+*1, SXGA*1, WXGA+*1*2, WXGA*1, 
XGA, SVGA, VGA & MAC

Computer : Formats 1,680 x 1,050 and 1,600 x 1,200 through 640 x 480
Video : System Compatibility NTSC / PAL / SECAM / NTSC 4.43 / PAL-M&N
Video : Compatibility 480i/p, 575i/p, 720p, 1035i, 1080i-50 / 60
Video : Formats Supported 4 : 3 and 16 : 9
Video : Image Resizing Video Scaling Technology

Video : Systems Composite, S-Video, Component (Y, Pb / Cb, Pr / Cr)

Image Signal 
Inputs

Computer DVI-I (Compatible with HDCP) x 1
Computer / Component Dsub 15 x 1
Computer / Component 
plus Audio : shared Inputs 1 & 2 Stereo : MiniStereo x 1

S-Video S-Video x 1
Composite RCA x 1
Composite 
plus Audio : shared Inputs 3 & 4 Stereo : RCA x 2 (L&R)

Image Signal 
Outputs

Computer / Component Dsub 15 x 1
Computer / Component 
plus Audio : shared Inputs 1 & 2 Stereo : MiniStereo x 1 (Variable)

Audio Built In Speakers 10.0 W (5.0 W x 2)
Fan Noise 30 dBA / 37 dBA (Eco + Quite / Bright)
Cabinet Size (H x W x D)*3 3.93 x 15.74 x 13.18 in. (100 x 400 x 335 mm)
Weight 12.8 lb. (5.8 kg)
Packaged Size (H x W x D) 11.02 x 20.31 x 18.62 in. (280 x 516 x 473 mm)
Packaged Weight 22.0 lb. (10 kg)
Power Requirements 100 ~ 240 V AC, 50 / 60 Hz

Power Consumption
Normal / Eco Quiet (Stand-by : Standard / Eco) :

240 V : 408 / 306 W (10.8 / 4.4 W)
100 V : 429 / 318 W (10.2 / 4.0 W)

Heat Up to 1,610 BTU / hr. (405 kal / hr.)
Power Cord 10’ (3 m) Type 3, Detachable
Electrical Safety Compliance IEC, UL, cUL
Electromagnetic Compatibility FCC Class A, CE Mark
Security Facilities Kensington® Security Slot
Operating Temperature 41 ~ 95 °F (5 ~ 35 ℃)
User Maintenance Replace Lamp

Standard Accessories

Owner’s Manual on CD-ROM, Quick Guide, AC Power Cord, 
Computer Cable, 3RCA to Dsub 15 Cable, 

Wireless / wired Remote with Mouse Control (with 2 AA batteries), 
Lens cap

Optional Accessories Replacement Lamp, Ceiling Mount, Ceiling Post and Plate

*1 Compatible in intelligent compression
*2 Analog RGB signal only
*3 Excliding protrusion

Talk to your EIKI Dealer... the “pro” in projectors.
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EIP-4200 XGA “Brilliant ColorTM” DLP® Projector

Lamp Contains Mercury.  
Do not  put in trash. 
Dispose-of-as Hazardous 
Waste, according to the 
laws in your jurisdiction. 
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